P005-SS005-0006-01 (0 - 6)

» RADIUM-226 - 1.551 PCI/G
» RADIUM-228 - 1.676 PCI/G
» THORIUM-232 - 0.878 PCI/G
P005-SS005-0612-01 (6 - 12)

» RADIUM-226 - 1.48 PCI/G

» RADIUM-228 - 2.124 PCI/G
» THORIUM-232 - 0.995 PCI/G
P005-SS005-1218-01 (12 - 18)
» RADIUM-226 - 1.576 PCI/G
» RADIUM-228 - 2.025 PCI/G
» THORIUM-232 - 0.837 PCI/G
P005-SS005-1824-01 (18 - 24)
» RADIUM-226 - 1.13 PCI/G
» RADIUM-228 - 2.01 PCI/G
» THORIUM-232 - 1.04 PCI/G

P005-SS007-0006-01 (0 - 6)

» RADIUM-226 - 1.527 PCI/G
» RADIUM-228 - 1.571 PCI/G
» THORIUM-232 - 0.894 PCI/G
P005-SS007-0612-01(6 - 12)

» RADIUM-226 - 1.419 PCI/G
» RADIUM-228 - 1.254 PCI/G
» THORIUM-232-0.77 PCI/G
P005-SS007-1218-01 (12 - 18)
» RADIUM-226 - 1.55 PCI/G

» RADIUM-228 - 1.316 PCI/G
» THORIUM-232 - 0.846 PCI/G
P005-SS007-1824-01 (18 - 24)
» RADIUM-226 - 1.495 PCI/G
» RADIUM-228 - 1.595 PCI/G
\» THORIUM-232 - 0.641 PCI/G

P005-SS006-0006-01 (0 - 6)

» RADIUM-226 - 1.259 PCI/G
» RADIUM-228 - 1.868 PCI/G
» THORIUM-232 - 0.85 PCI/G
P005-SS006-0612-01 (6 - 12)

|\ » RADIUM-226 - 1.25 PCI/G

» RADIUM-228 - 1.326 PCI/G
» THORIUM-232 - 1.13 PCI/G
P005-SS006-1218-01 (12 - 18)
» RADIUM-226 - 1.526 PCI/G
» RADIUM-228 - 2.026 PCI/G
» THORIUM-232 - 0.86 PCI/G
P005-SS006-1824-01 (18 - 24)
» RADIUM-226 - 1.252 PCI/G
» RADIUM-228 - 1.647 PCI/G
» THORIUM-232 - 0.889 PCI/G

P005-SS004-0006-01 (0 - 6)
» RADIUM-226 - 1.206 PCI/G
» RADIUM-228 - 1.339 PCI/G

» THORIUM-232-0.873 PCI/G |

P005-SS004-0612-01 (6 - 12)
» RADIUM-226 - 1.157 PCI/G

| » RADIUM-228 - 1.453 PCI/G

» THORIUM-232 - 0.939 PCI/G
P005-SS004-1218-01 (12 - 18)
» RADIUM-226 - 1.451 PCI/G
» RADIUM-228 - 1.995 PCI/G

| » 1HORIUM-232 - 0.985 PCI/G

P005-SS004-1824-01 (18 - 24)
» RADIUM-226 - 1.339 PCI/G
» RADIUM-228 - 1.725 PCI/G
A» THORIUM-232 - 1.06 PCI/G

P005-S5003-0006-01 (0 - 6)

| » RADIUM-226 - 1.468 PCI/G

» RADIUM-228 - 1.251 PCI/G
» THORIUM-232 - 0.772 PCI/G
P005-SS003-0006-02 (0 - 6)

» RADIUM-226 - 1.187 PCI/G
» RADIUM-228 - 1.281 PCI/G
» THORIUM-232 - 0.807 PCI/G
P005-SS003-0612-01 (6 - 12)

» RADIUM-226 - 1.386 PCI/G
» RADIUM-228 - 1.577 PCI/G
» THORIUM-232 - 0.842 PCI/G
P005-SS003-1218-01 (12 - 18)
» RADIUM-226 - 1.218 PCI/G

| » RADIUM-228 - 1.442 PCI/G

» THORIUM-232-0.577 PCI/G
P005-SS003-1824-01 (18 - 24)
» RADIUM-226 - 1.36 PCI/G

» RADIUM-228 - 1.371 PCI/G
» THORIUM-232 - 1.01 PCI/G

P005-SS002-0006-01 (0 - 6)

» RADIUM-226 - 1.269 PCI/G
» RADIUM-228 - 1.443 PCI/G
» THORIUM-232 - 0.81 PCI/G
P005-SS002-0006-02 (0 - 6)

» RADIUM-226 - 1.777 PCI/G
» RADIUM-228 - 1.915 PCI/G
» THORIUM-232-0.768 PCI/G
P005-SS002-0612-01 (6 - 12)

» RADIUM-226 - 1.212 PCI/G
» RADIUM-228 - 1.444 PCI/G
» THORIUM-232 - 0.703 PCI/G
P005-SS002-1218-01 (12 - 18)
» RADIUM-226 - 1.404 PCI/G
» RADIUM-228 - 1.227 PCI/G
» THORIUM-232 - 0.885 PCI/G
P005-SS002-1824-01 (18 - 24)
» RADIUM-226 - 1.198 PCI/G
» RADIUM-228 - 1.608 PCI/G

»y THORIUM-232 - 0.654 PCI/G

P005-SS001-0208-01 (2 - 8)

» RADIUM-226 - 0.668 PCI/G
» RADIUM-228 - 0.661 PCI/G
» THORIUM-232 - 0.235 PCI/G
P005-SS001-0814-01 (8 - 14)

» RADIUM-226 - 1.644 PCI/G
» RADIUM-228 - 1.75 PCI/G

» THORIUM-232 - 0.797 PCI/G
P005-SS001-1420-01 (14 - 20)
» RADIUM-226 - 1.539 PCI/G
» RADIUM-228 - 1.871 PCI/G
» THORIUM-232 - 1.07 PCI/G
P005-SS001-2026-01 (20 - 26)
» RADIUM-226 - 1.612 PCI/G
» RADIUM-228 - 2.15 PCI/G

 A» THORIUM-232- 1.11 PCI/G
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